
INSTRUCTION SHEET FOR G100-FL/FLA
Remove the 5-40x3/4” long screw from the G100-FL/FLA assembly and set aside. 
This screw will be used to mount the G100-FL/FLA assembly on the G100 series 
wire wrapping gun (See sketch below).

Remove this screw →
Remove the 6-32x3/8” screw from the G100 series wire wrapping gun. This screw 
is no longer required (See sketch below).

Remove this screw →

Place the G100-FL/FLA assembly on the G100 series gun as shown and insert the 
5-40x3/4” set screw and tighten. Do not over tighten.

To turn flashlight on simply rotate the knob on the back of the flashlight Clockwise. 
To turn off the flashlight rotate the knob counterclockwise. Designed to be used 
with either 3” or 5” bits & sleeves. No adjustments necessary. Uses 1 AAA battery. 
To replace unscrew and remove knob, install new battery and replace knob.
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M A N U A L
W I R E  W R A P P I N G

T O O L S

G100/R3278INS Insulated G100/R3278 Aluminum

For precise reliable wraps, choose the tool you want. We offer 
durability with our rugged aluminum tool, G100/R3278, or 
added protection with our insulated version, G100/R3278INS, 
providing 1000V of dielectric strength across most of the 
housing. These tools accommodate wire sizes from 22 AWG 
(0.65mm) thru 32 AWG (0.20mm).   
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